
SAMPLE

Job#______

TIE BAR STRAIN GAGE MAINTENANCE & CALIBRATION SERVICE REPORT

SERIAL/CONTROL NUMBER (IF APPLICABLE)____________________

GAGE TYPE: ____”D” (30210000) _____”DS” (30210016) _____”DA” (30210001) _____”DSA”(30210015)

MODIFICATION FROM “D” TO “DA”_____ MODIFICATION FROM “DS” TO “DSA”_____

Unit disassembled, cleaned, inspected, modified to current production specifications, reassembled, and calibrated using two
isolated and redundant gages on test stand.  Gage #040475775 and 040475776 certified to NIST standards 03-21-2012.

Unit calibrated to within .0005 of “0.0100" on closing cycle. Unit calibrated to within .0005 of “0" on opening cycle.

Õ 30210034 Magnetic Base (D, DA)

Õ 30210040 Magnetic Base (DS, DSA)

Õ 30210090 Actuator Rod Bracket

Õ 30210100 Actuator Rod

Õ 30210101 2 pc Actuator Rod

Õ 30210110 Actuator Rod Extension

Õ 30210180 Dial Indicator

Õ 30210185 Digital Indicator

Õ 30210210 Clamp Knob

Õ 30210050 Strain Gage Housing

Õ 30210060 Housing Cover (D, DA)

Õ 30210070 Housing Cover (DS, DSA)

Õ 30210120 Calibration Handle

Õ 30210130 Return Spring

Õ 30210140 Amplifier Arm (Long)

Õ 30210150 Amplifier Arm (Short)

Õ 30210160 Intermediate Rod (Long)

Õ 30210170 Intermediate Rod (Short)

Õ 30210184 Digi Indicator Battery (New Style)

Õ 30210194 Digi Indicator Battery (Old Style)

Õ 90000086 1 Minute Shop Labor

Õ 30210028 Single Long Case

Õ 30210026 Single Short Case

Õ 30210027 Double Long Case

Õ 30210025 Double Short Case

Õ 30210030 Foam Set, Long Case

Õ 30210031 Foam Set, Short Case

Õ 30210053 Actuator Rod Bushing

Õ 30210220 Handle & Retaining Ring

Õ 30210222 Retaining Ring

Õ 30210224 Retaining Plate (Short)

Õ 30210231 SS & Chrome Adaptor Clamps

Õ 33080145 TBSG Serial Number Label

Õ 33080146 TBSG On/Off Magnet Tag

Õ 90000088 SGA Service - Short Form

Õ 90000089 SGA Service - Long Form

Õ 90000093 Hardware TBSG Case

Õ 90000095 Expedite Fee

Õ 91002540 No Charge Warranty Repair

Õ 91003010 TBSG Replacement Manual

Õ 30210005 Modification & Service - Short Form

Õ 30210006 Modification & Service - Long Form

CERTIFICATION__________________________ DATE OF QUOTE________________ DATE OF REPAIR_______________

Shamrock recommends that the gage be re-calibrated annually or sooner if any abnormalities have been noted,
at the discretion of the operator/owner.


